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TRUNK ATTACHABLE CONNECTORS
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Thick Media
DeviceNet™

• Male and female versions• Internal and external threads

• Color-coded screw 
terminators make for
error-free field 
installation

• Accepts a wide range
of DeviceNet cables for
maximum installation
flexibility

Field-Attachable Connectors
DeviceNet Mini-Change® field-attachable connectors allow youto make field connections tobulk cable. The color-codedscrew terminations allow for simple field installation of thetrunk line connected productsuch as active I/O blocks, tees orother trunk components.
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Thick Media
DeviceNet™

CONNECTOR DIMENSIONS
7/8"-16UNTHREAD

3.54" [90.0mm]

1.00" [25.4mm]1.11" [28.2mm]

1.11" [28.2mm]

3.70" [94.0mm]

1.00" [25.4mm]

7/8"-16UN-2ATHREAD

Female Straight w/ Internal Threads

Male Straight w/ External Threads
FIG 1

FIG 2

MECHANICALCONNECTOR FACE: POLYURETHANECONNECTOR BODY: POLYAMIDE PAGCONTACT: GOLD-PLATED BRASSCOUPLING NUT: NICKEL-PLATED BRASSGROMMET: NEOPRENECABLE RANGE OD: 0.20"-0.48" (5.0-12.0 mm), Thick, Thin, MidACCEPTABLE WIRE GAUGES: #24 AWG (0.25 mm2) to#15 AWG (2.0 mm2)COLOR CODING: PER ODVA STANDARDSELECTRICALVOLTAGE RATING: 600V AC / DCAMPERAGE: 8AENVIRONMENTALPROTECTION: IP68AMBIENT OPERATING TEMP: -40º TO 176º F (-20° TO 80° C)CERTIFICATIONSCSA: CSA CERTIFIED, FILE NO LR6837

Specifications
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Field-Attachable Connectors
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