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ELECTRICAL SOLUTIONS
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• Pneumatic, push button operation tensions 
and cuts off excess tie in a fraction of a second

• Durable, lightweight, ergonomic design is easy to
operate and designed to reduce operator fatigue

• Easy to change tension adjustment
• Operates on non-lubricated air, without

special maintenance

Pneumatic Hand Tools – Tool Controlled Tension and Cut-Off

Note: All tools require the PPH10 hose and PL289N1 filter/regulator for proper operation.

Cable tie cross section sizes: SM = Subminiature, M = Miniature, I = Intermediate, S = Standard, 
HS = Heavy-Standard, LH = Light-Heavy, H = Heavy.
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PTS SM, M, I, S 17.3 490 Ergonomic design with impact
resistant resin housing and black knob;
replacement parts can be part of a
scheduled maintenance program.

1

PTH S, HS, LH, H 32.0 907 Ergonomic design with impact
resistant resin housing and red knob;
replacement parts can be part of a
scheduled maintenance program.

1

Part Number

Used
with

Installation
Tool Part Description

Std.
Pkg.
Qty.

PL289N1 PTS, PPTS,
PTH

Filter/regulator .5 micron element, regulated range 
3 – 100 psig, features 1/8" NPT female output port 
(to hose PPH10) and 1/4" male quick disconnect 
to source air line.

1

PPH10 PTS, PPTS,
PTH

10.0' (3m) hose assembly (regulator to tool); includes a
1/8" NPT male connector (to regulator) and 1/8" female
quick disconnect (to tool).

1

PHCAQ PTS, PPTS,
PTH

Adapter fitting for 10.0' (3m) hose (PPH10) to regulator
with 1/4" female quick disconnect output, features 1/8"
NPT female connection (to hose) and 1/4" male quick
disconnect (to regulator).

1

PHCAT PTS, PPTS,
PTH

Adapter fitting for 10.0' (3m) hose (PPH10) to regulator
with 1/4" NPT female output port, features 1/8" NPT
female connection (to hose) and 1/4" NPT male
connection (to regulator).

1


