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C. McGRATH 11/6/02    
  AFI PCB
   

MIKE HOYACK 11/6/02

EAR# 638
GEN# ASSYF10_AFI
615X-1810-800
SIMILAR TO: 920-100P-71P

O. BARTHELMES 11/13/02

I:\AFI\920-133J-71P B

A RELEASED TO MFG 11/20/02 44283 CPM

B PART ROBUSTNESS INCREASED 5/11/12 48718 DD

NOTES:
 
1.  MATERIALS AND FINISHES:
 
    BODY        - BRASS   - GOLD PLATED (.000010" MIN.)
    CONTACT     - BRASS   - GOLD PLATED (.000030" MIN.)
    INSULATORS  - PTFE
 
2.  ELECTRICAL: 
 
    A. IMPEDANCE       =  75 OHM, NOMINAL
    B. FREQUENCY RANGE =  DC TO 1.0 GHz
    C. VSWR (RETURN LOSS)  =  1.06 (30 dB) MAX
 
3.  MECHANICAL:
 
    A. DURABILTIY          =  500 CYCLES MIN.
    B. TEMPERATURE RANGE   =  -65 �$ C TO +165�$ C
    C. ENGAGEMENT FORCE    =  5.0 LBS MAX.
       DISENGAGEMENT FORCE =  0.5 LBS. MIN.
 
4.  PACKAGING:
 
    A. QUANTITY: SINGLE PACK
    B. BAG TO BE MARKED: "AMPHENOL, 920-133J-71P , AND DATE CODE"
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