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Drawing No.UNLESS OTHERWISE SPECIFIED
UNITS: INCHES

M39030/6-05(N OR S)

34078

CWW 5/7/13

PAK 5/8/13

M39030/6-05(N OR S)-01 G

TERMINATION
 

ZONE REV ECO DESCRIPTION APPR. DATE
E 24392
F 24499 PAK 10/8/12
G 24628 PAK 1/18/13
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.XXX u.005
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NOTES: UNLESS OTHERWISE SPECIFIED.

  1.  ELECTRICAL SPECIFICATIONS:
     1.1  FREQUENCY RANGE: DC TO 12.4 GHz
     1.2  VSWR (MAX): 1.15:1
     1.3  POWER HANDLING: 5 WATTS AVERAGE, 2 KILOWATTS PEAK.
       1.3.1  AVERAGE INPUT POWER IS DERATED FROM 100% AT +25°C
                 TO 10% AT SPECIFIED MAXIMUN AMBIENT OPERATING
                 TEMPERATURE.
     1.4  OPERATERATING TEMP. RANGE: -55°C TO +125° C
     1.5  WEIGHT: 5 OZ MAX.

  2.  MARK COUPLING NUT AS SHOWN: SN XXXX  DC YYWW

  3.  MARK COUPLING WHERE INDICATED:
                                            34078/M39030/6-05X

       X = N FOR NON-SCREENED UNITS
              S FOR SCREENED UNITS

  4. TESTING: TEST PER ATP-07840-60-02

  5.  THIS UNIT REQUIRES A DUST CAP, REF CAP-06931-24-04-54.

  6.  BAG VSWR DATA WITH UNIT.

  7.  DIMENSIONS IN BRACKETS ARE MILLIMETERS.
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